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Reliable double-sided one-pass printing 18,000 sph delivers 
high productivity and profitability
Komori’s Flagship Machine for Fulfilling the Most Demanding Requirements

Photo: GLX-840P+PQA-S 

*Model in photograph includes optional specifications.

The Lithrone GX40, one of the world's most cutting-edge machine, handles both double-sided one-pass and straight multicolor 

printing. Now introducing the Lithrone GX40P, with a perfecting mechanism to guarantee high productivity and pro�tability. 

The Lithrone GX40P's perfecting mechanism utilizes Komori's unique three double-size cylinder arrangement. The impression 

cylinder, transfer cylinder and perfecting cylinder are each double-size to avoid stress on the paper. Simpli�ed and highly rigid, 

use of the new perfecting mechanism ensures high-speed, stable two-sided printing at speeds of 18,000 sph, displaying 

excellent heavy stock compatibility with both single- and double-sided printing. Increase quality and productivity even further 

with a variety of options, such as Parallel Makeready* to drastically shorten makeready times, Autopilot*, for non-stop 

automation from test printing to production printing, and options such as the A-APC (Asynchronous Automatic Plate Changing 

System), PDC-SX (Spectral Print Density Control - SX model) and PQA-S (inline Print Quality Assessment System (Sheet)) that 

makes quality and productivity improvements possible. The Lithrone GX40P reduces work load around the board, through 

environmentally and workplace friendly printing that saves energy and space and reduces exhaust heat. 

*Parallel Makeready and Autopilot are concepts advocated by Komori.

40" CONVERTIBLE PERFECTING OFFSET PRINTING PRESS

New perfecting mechanism
Use of Komori's unique three double-size cylinders, that help avoid scuffing 

and marking, along with a new gripper perfecting mechanism that offers a 

simplification over previous reversing mechanisms, ensures more stable 

sheet travel. The new design also helps reduce the need for maintenance. 

Introduction

Max. printing speed sph 18,000 (up to 8 colors)

Max. sheet size mm (in.)  750 × 1,050 (29 17/32 × 41 11/32)

Min. sheet size mm (in.) 410 × 580 (16 9/64 × 22 53/64)

LITHRONE GX40P (40-inch Convertible Perfecting O�set Printing Press) speci�cation 

Max. printing area 740 × 1,040 (29 9/64 × 40 15/16) [single-sided], 
730 × 1,040 (28 47/64 × 40 15/16) [dual-sided]

mm (in.)

Plate size 

mm (in.)

0.06 - 0.6 (0.0023 - 0.023) 

Blanket size 

mm (in.)

935 × 1,060 (36 13/16 × 41 47/64)

Sheet thickness range mm (in.)

811 × 1,055 (31 59/64 × 41 17/32)

Feeder pile height mm (in.) 1,450 (57 3/32)

Delivery pile height mm (in.) 1,450 (57 3/32)

*Above speci�cations require either H-UV, H-UV L (LED) or UV.
*Maximum printing speed may di�er from speci�cations herein.
*Performance and values may di�er depending on speci�cations. Komori reserves the right to change speci�cations for the purpose of product improvement.


